ﬁ Fingertip Pulse Oximeter

PRO-F9

* Patentdesignproductwithwater-resistantstructure

* Anti-scratchingdisplay with unique mirror design

* Displayof SPO2value, pulse wave, PR &bargraph.RR, Pl

° Humanized 4-directionreadingand differentdisplay modes
° Easyusemenuwithalarmandbrightness setting

° Stronganti-interference, low perfusionof < 0.3%

° CE, FDA certificate approved

PRO-F95

* Patentdesignproductwithrespirationrate function

° Anti-scratchingdisplay with unique mirror design

° Twocolor OLED display withhumanized 4-directionreading
Displayof SPO2value, pulse wave, PR & bar graph. RR, Pl
Simple menusetting with adjustable alarm

° Lowpower consumption, auto switch-offfunction
CE.FDAcertificate approved
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Settingmenu:

Fingertip Pulse Oximeter ﬁ

Display:

O

Pl (PerfusionIndex)istheratioofthe pulsatile blood flowto
thenon-pulsatile staticblood in peripheral perfusion.
Perfusionindexisanindication of the pulse strength atthe
sensorsite.
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RR (Respiratoryrate) measuredinrespirations per minute
(rpm). the actof breathingis controlled bythe brain, whichtells
thebodytobreathbasedonoxygenandcarbondioxidelevelsin
theblood, andcertainfactors, such asexercise, drugs. and
alcohol. canaffectaperson'sbreathingrate. Anabnormally high
or lowrespiratoryrate mayindicate certainmedical conditions
suchasexercise, drugs. andalcohol, can affectaperson's
breathingrate. Anabnormally highorlow respiratoryrate may
indicate certainmedical conditions such asbradypnea.apnea.or
tachypnea.
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Your Health Care Protector

Your Health Care Protector
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